
1-Line, Uni-directional, Transient Voltage Suppressor 
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Features     
● Ultra small package 

● Stand-off voltage: 3.3V Max 

● Transient protection for each line according to 

IEC61000-4-2(ESD): ±30kV (contact) 

IEC61000-4-5(surge): 8A (8/20μs) 

● Ultra-low capacitance: CJ = 0.15 pF typ 

● Low leakage current 

● Low clamping voltage 

● RoHS Compliant 

 

Applications 
● USB 2.0 , USB 3.0 , USB 3.1 and USB type-C 

● HDMI 1.3, HDMI 1.4 and HDMI 2.0 

● SATA and eSATA interface 

● DVI 

● IEEE 1394 

● Portable Electronics and Notebooks 

● Ethernet port: 10/100/1000 Mb/s 

● Desktop and Notebooks PCs 

 

Mechanical Characteristics 
● Package: DFN1006-2L 

● Case Material: “Green” Molding Compound. 

● Marking Information: See Below 

 

 
 

 
 

 

■Definitions of electrical characteristics 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

COMPLIANT 

RoHS 

Pin1 Pin2

V
VRWM

VTRIGVHOLD

IPP

IR

ITRIG

IHOLD

VCL

IPP

VRWM

VTRIGVHOLD

VCL

IR
ITRIG

IHOLD

VRWM Reverse stand-off voltage

IR Reverse leakage current

VCL Clamping voltage

IPP Peak pulse current

VTRIG Reverse trigger voltage

ITRIG Reverse trigger current

VBR Reverse breakdown voltage

IBR Reverse breakdown current

VHOLD Reverse holding voltage

IHOLD Reverse holding current

IBR

VBR

IBR

VBR
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■ Outline Dimensions  
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