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 1-Line , Transient Voltage Suppressor For ESD Protection 
 

 Features     
● Ultra small package 

● Stand-off voltage: 5V ~36V 

● Transient protection for each line according to 

IEC61000-4-2(ESD): ±30kV (contact) 

IEC61000-4-4 (EFT): 80A (5/50ns) 

IEC61000-4-5(surge) :  

8/20μs waveform: IPPM see Table 4 

● Low clamping voltage 

● RoHS Compliant 

 

Applications 
● Power supply protection 

● Power management 

● Battery Contacts 

 

Mechanical Characteristics 

● Package: SOD-123FL 

● Case Material: “Green” Molding Compound. 

● Moisture Sensitivity: Level 1 per J-STD-020 

● Marking Information: See Below 

 

 
 

 
 

 
 

 
■Definitions of electrical characteristics 
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VF Forward voltage

IF Forward current

VFC Forward clamping voltage

IPP Peak pulse current

VRWM Reverse stand-off voltage

IR Reverse leakage current

VBR Reverse breakdown voltage

VCL Clamping voltage
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Uni-directional 

Bi-directional 

For uni-directional types the band denotes cathode 
end, no marking on bi-directional types 

XX：Marking Cdoe 

Uni-directional Bi-directional 
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