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4-Line, Uni -directional, Ultra -low Capacitance , 
Transient Voltage Suppressor  

 
Features      
�”���6�W�D�Q�G-off voltage: 5V Max 
�”���7�U�D�Q�V�L�H�Q�W���S�U�R�W�H�F�W�L�R�Q���I�R�U���H�D�F�K���O�L�Q�H���D�F�F�R�U�G�L�Q�J���W�R 

IEC61000-4-2(ESD): ±15kV (contact) 
IEC61000

 

�” HDMI 2.0, USB 3.0/3.1 Type C 
�” Monitors and flat panel displays 
�” Set-top box and Digital TV 
�” MDDI ports 
�” Video graphics cards 
�” Digital Video Interface (DVI) 
�” Notebook Computers 
�” PCI Express and Serial SATA Ports 
 
 
 
 
Mechanical Data  
�”�/�H�D�G���)�L�Q�L�V�K�����0�D�W�W�H���7�L�Q 
�”�&�D�V�H���0�D�W�H�U�L�D�O�����³�*�U�H�H�Q�´���0�R�O�G�L�Q�J���&�R�P�S�R�X�Q�G�� 
�”�0�R�L�V�W�X�U�H���6�H�Q�V�L�W�L�Y�L�W�\�����/�H�Y�H�O��3 per J

 
 
 

COMPL IANT  

RoHS  

DFN2510 

Caution:  

This Device is designed for signal line protection only.  

 Do not operate under electrical bias or connect to a power line. 
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�vMaximum Ratings  

PARAMETER SYMBOL LIMITS UNIT 

Peak pulse power (tp � �������������V�� Ppk 56 W 

Peak pulse current (tp � �������������V�� IPP 7 A 

ESD according to IEC61000-4-2 air discharge 
VESD 

±15 

KV 

ESD according to IEC61000-4-2 contact discharge ±15 

Junction temperature TJ -55~125 oC 

Storage temperature TSTG -55~150 oC 

 

 
�vElectrical  Characteristics �ÄTa=25�-  Unless otherwise specified�Å 

PARAMETER Symbol  UNIT Conditions  Min Typ  Max 

Reverse maximum working voltage VRWM V Any I/O pin to ground   5 

Reverse leakage current IR nA VRWM = 5V

5
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�v Outline Dimensions   

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
�v Soldering Footprint  
 

 
 
Notes:  
This recommended land pattern is for reference purposes only. Please consult your manufacturing group to ensure your PCB 
design guidelines are met. 



  SESDULC0504P5 
 

 5 / 5 

   Yangzhou Yangjie Electronic Technology Co., Ltd. 
 

S-D343 
Rev.1.3,03-Dec-25 

www.21yangjie.com 

Disclaimer  
 
The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design 
or otherwise.   
  
The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with 
equipment or devices which require high level of reliability and the malfunction of with would directly endanger human life (such as 
medical instruments, transportation equipment, aerospace machinery, nuclear-reactor controllers, fuel controllers and other safety 
devices), Yangjie or anyone on its behalf, assumes no responsibility or liability for any damages resulting from such improper use 
of sale.  
  
This publication supersedes & replaces all information previously supplied. For additional information, please visit our website 
http:// www.21yangjie.com �����R�U���F�R�Q�V�X�O�W���\�R�X�U���Q�H�D�U�H�V�W���<�D�Q�J�M�L�H�¶�V���V�D�O�H�V���R�I�I�L�F�H���I�R�U���I�X�U�W�K�H�U���D�V�V�L�V�W�D�Q�F�H�� 
 

 


