
enhanced mechanical strength and moisture resistance 

Ɣ�*XDUG�ULQJ�IRU�HQKDQFHG�UXJJHGQHVV�DQG�ORQJ�WHUP�UHOLDELOLW\ 

Ɣ Meets MSL level 1, per J-STD-020, LF maximum peak of 260℃ 

 

Typical Applications 
Typical applications are in switching power supplies, converters,  

freewheeling diodes, and reverse battery protection. 

 

Mechanical Data 
Ɣ�Package: TO-263 

Molding compound meets UL 94 V-0 flammability 

rating, RoHS-compliant 

Ɣ�Terminals:

Device marking code   MBRBU30100CTA 

Repetitive Peak Reverse Voltage VRRM V 100 

Average Rectified Output Current  

@60Hz sine wave, R-load, Tc（FIG 1） 
IO A 30 

Surge(Non-repetitive)Forward Current   

@60Hz half sine-wave, 1 cycle, Ta=25℃ 
IFSM A 320 

Current SquarHG�7LPH�#�PV�W�8.3ms Tj=25℃ I
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Disclaimer 
 

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the 

right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design 

or otherwise.   

  

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with 

equipment or devices which require high level of reliability and the malfunction of with would directly endanger human life (such as 

medical instruments, transportation equipment, aerospace machinery, nuclear-reactor controllers, fuel 0.040-3(c)-6(h)-3(i)9(n)-3(e)-3(ry)6(, )-3(n)-3(u)9(c)-6(l)9(e)-3(a)-3(r)] TJ
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