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 Schottky Barrier  Rectifier 
 

 
                   Features 

ǒ Guardring for overvoltage protection 
ǒLow forward voltage drop,Low power losses 

rating, RoHS-compliant 

ǒ Terminals: Tin plated leads, solderable  per  J-STD-
002 and JESD22-B102 

ǒ Polarity: Color band denotes the cathode end　

■Maximum Ratings (Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT SR340L SR360L SR3100L 

Device marking code   SR340L SR360L SR3100L 

Repetitive Peak Reverse Voltage VRRM V 40 60 100 

Average Rectified Output Current  
@60Hz sine wave, Resistance load, Ta (FIG.1) 

IO A 3.0 

Forward  Surge  Current (Non-repetitive) 
@60Hz Half-sine wave,1 cycle, Ta=25℃ 

IFSM A 55 

Storage Temperature Tstg ℃ -55 ~+150 

Junction Temperature Tj ℃ -55 ~+150 

 

ƴElectrical Characteristics（Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT 
TEST 

CONDITIONS
SR340L SR360L SR3100L 

Maximum instantaneous  
forward voltage drop per diode 

VF V IFM=3.0A 0.44 0.5 0.74 

Maximum DC reverse current at  
rated DC blocking voltage per diode 

IR mA 

Ta=25℃ 0.2 

Ta=100℃ 50 








