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Schottky Rectifier 

Features 
ǒ Ideal for automated placement

ǒ Low power losses

ǒ High forward surge capability

Typical Applications 
For use in lighting, fast switching rectification of power suppliers, 

inverters, converters, and freewheeling diodes for consumer, 

automotive, and telecommunication. 

Surge Current (Non-repetitive) 

@ 60Hz Half-sine wave,1 cycle, Ta=25℃ 
IFSM A 275 

Current Squared Time @1msÒtÒ8.3ms Tj=25℃ I2t A2s 313 

Storage Temperature Tstg ℃ -55 ~+150 

Junction Temperature Tj ℃ -55 ~+150 

Junction capacitance @4V,1MHz Cj pF 650 

■Electrical Characteristics（Ta=25℃ Unless otherwise specified）
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■Thermal Characteristics （Ta=25℃ Unless otherwise specified） 

PARAMETER SYMBOL UNIT SS15U60 

Thermal Resistance Junction to Case RɗJ-C ℃/W 8 

 

■Ordering Information (Example) 

PREFERED P/N 
PACKAGE 

CODE 
UNIT WEIGHT(g) 

MINIMUM 

PACKAGE(pcs) 

INNER BOX 

QUANTITY(pcs) 

OUTER CARTON 

QUANTITY(pcs) 
DELIVERY MODE 

SS15U60 F1 Approximate 0.0828 5000 10000 80000 13ò reel 

 

■ Characteristics(Typical) 
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FIG.1: Io-Tc Curve
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Disclaimer 
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