RoHS
SS32BF THRU SS320BF COMPLIANT

Typical Applications
For use in low voltage high frequency inverters, freewheeling,
DC/DC converters, and polarity protection applications.

Mechanical Data
e Package: SMBF
‘ ‘ Molding compound meets UL 94 V-0 flammability

O Q rating, RoHS-compliant, halogen-free
e Terminals: Tin plated leads, solderable per
SS320
BF BF
Device marking code SS32BF | SS33BF | SS34BF | SS35BF | SS36BF [SS38BF| o0 | 53315 | $9920
Repetitive peak reverse voltage VrrM \Y 20 30 40 50 60 80 100 150 200
Average rectified output current
@60Hz sine wave, resistance load, Tc lo A 3.0
(FIG.1)
Surge(non-repetitive)forward current
; lesm A 70
@60Hz half-sine wave,1 cycle, Ta=25
Storage temperature Tetg -55 ~+150
Junction temperature Tj -55~+125 -55 ~+150 -55 ~+175
mElectrical Characteristics Ta=25 Unless otherwise specified
PARAMETER SYMBOL| UNIT COI\-erEli;rONS SS32BF| SS33BF [SS34BF|SS35BF|SS36BF|SS38BF|SS310BFSS315BFSS320BF
Maximum instantaneous
forward voltage drop per Ve \% Irm=3.0A 0.50 0.70 0.85 0.90
diode
Maximum DC reverse Ta=25 0.50 0.10
current at rated DC | mA
blocking voltage per diode RRM
@ Vew=Vrru Ta=100 10 5

Notel:Pulse test:300uS pulse widh,1% duty cycle

Note2:Pulse test:pulse widh 40mS
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Yangzhou Yangjie Electronie Meets MSL level 1, per J-STD-020, LF maximum peak
of 260 °C
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SS32BF THRU SS320BF

mOrdering Information (Example)

PACKING MINIMUM INNER BOX OUTER CARTON DELIVERY
PREFERED P/N CODE UNIT WEIGHT(g) PACKAGE(pcs) | QUANTITY(pcs) QUANTITY(pcS) MODE
SS32BF-SS320BF F1 Approximate 0.065 5000 / 80000 13" reel
m Outline Dimensions
e SMBF SMBF
Dim Min Max
A 3.40 3.80
B 1.90 2.10
C 4.15 4.45
. D 5.10 5.60
E 1.05 1.55
A F 0.70 1.35
| C G 0.15 0.25
[ |
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Dimensions in millimeters
Yy Suggested pad layout
P2
Dim Milimeters
P1 6.20
P2 2.40
Q1 Q2 -
Q1 1.90
Q2 2.20
P1

Dimensions in millimeters
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